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sealed source from its shielded posi-
tion. The exposure device and/or its 
container must be kept locked (and if a 
keyed-lock, with the key removed at 
all times) when not under the direct 
surveillance of a radiographer or a 
radiographer’s assistant except at per-
manent radiographic installations as 
stated in § 34.51. In addition, during ra-
diographic operations the sealed source 
assembly must be secured in the shield-
ed position each time the source is re-
turned to that position. 

(b) Each sealed source storage con-
tainer and source changer must have a 
lock or outer locked container de-
signed to prevent unauthorized or acci-
dental removal of the sealed source 
from its shielded position. Storage con-
tainers and source changers must be 
kept locked (and if a keyed-lock, with 
the key removed at all times) when 
containing sealed sources except when 
under the direct surveillance of a 
radiographer or a radiographer’s assist-
ant. 

§ 34.25 Radiation survey instruments. 

(a) The licensee shall keep sufficient 
calibrated and operable radiation sur-
vey instruments at each location where 
radioactive material is present to 
make the radiation surveys required by 
this part and by 10 CFR part 20 of this 
chapter. Instrumentation required by 
this section must be capable of meas-
uring a range from 0.02 millisieverts (2 
millirems) per hour through 0.01 
sievert (1 rem) per hour. 

(b) The licensee shall have each radi-
ation survey instrument required 
under paragraph (a) of this section cali-
brated— 

(1) At intervals not to exceed 6 
months and after instrument servicing, 
except for battery changes; 

(2) For linear scale instruments, at 
two points located approximately one- 
third and two-thirds of full-scale on 
each scale; for logarithmic scale in-
struments, at mid-range of each dec-
ade, and at two points of at least one 
decade; and for digital instruments, at 
3 points between 0.02 and 10 
millisieverts (2 and 1000 millirems) per 
hour; and 

(3) So that an accuracy within plus 
or minus 20 percent of the calibration 

source can be demonstrated at each 
point checked. 

(c) The licensee shall maintain 
records of the results of the instrument 
calibrations in accordance with § 34.65. 

§ 34.27 Leak testing and replacement 
of sealed sources. 

(a) The replacement of any sealed 
source fastened to or contained in a ra-
diographic exposure device and leak 
testing of any sealed source must be 
performed by persons authorized to do 
so by the NRC or an Agreement State. 

(b) The opening, repair, or modifica-
tion of any sealed source must be per-
formed by persons specifically author-
ized to do so by the Commission or an 
Agreement State. 

(c) Testing and recordkeeping re-
quirements. 

(1) Each licensee who uses a sealed 
source shall have the source tested for 
leakage at intervals not to exceed 6 
months. The leak testing of the source 
must be performed using a method ap-
proved by the Commission or by an 
Agreement State. The wipe sample 
should be taken from the nearest ac-
cessible point to the sealed source 
where contamination might accumu-
late. The wipe sample must be analyzed 
for radioactive contamination. The 
analysis must be capable of detecting 
the presence of 185 Bq (0.005 
microcurie) of radioactive material on 
the test sample and must be performed 
by a person specifically authorized by 
the Commission or an Agreement State 
to perform the analysis. 

(2) The licensee shall maintain 
records of the leak tests in accordance 
with § 34.67. 

(3) Unless a sealed source is accom-
panied by a certificate from the trans-
feror that shows that it has been leak 
tested within 6 months before the 
transfer, it may not be used by the li-
censee until tested for leakage. Sealed 
sources that are in storage and not in 
use do not require leak testing, but 
must be tested before use or transfer to 
another person if the interval of stor-
age exceeds 6 months. 

(d) Any test conducted pursuant to 
paragraph (c) of this section which re-
veals the presence of 185 Bq (0.005 
microcurie) or more of removable ra-
dioactive material must be considered 
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